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HDMI 2.1 ACTIVE OPTICAL CABLE

THESE DRAWINGS ARE THE PROPERTY OF QUALTEK 
ELECTRONICS AND NOT TO BE REPRODUCED FOR 
OR COMMUNICATED TO A THIRD PARTY WITHOUT 
THE EXPRESS WRITTEN PERMISSION OF AN OFFICER 
OF QUALTEK ELECTRONICS.

CONTROLLED

UNIT:  mm

CN1 CN2

NOTES:
1.   CABLE:   
 28AWG*2C+(30AWG*1PR+A)+26AWG*1C+30AWG*2C+COTTON+F+AL
 OUTER JACKET:   BLACK,   OD:  4.5 ± 0.2mm
2.   CONNECTOR:   HDMI 2.1 A 19P MALE (SOURCE SIDE)
 ALUMINUM ALLOY OUTER CASE 
 GOLD PLATED SHELL
3.   CONNECTOR:   HDMI 2.1 A 19P MALE (DISPLAY SIDE)
 ALUMINUM ALLOY OUTER CASE 
 GOLD PLATED SHELL
4.   OVER MOLDED:  80P BLACK COLOR
5.   VIDEO RESOLUTION:  8K@60Hz, 4K@120Hz
6.   BANDWIDTH:  48Gbps
7.   RoHS COMPLIANT
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