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HDMI 2.1/M - HDMI 2.1/M

THESE DRAWINGS ARE THE PROPERTY OF QUALTEK 
ELECTRONICS AND NOT TO BE REPRODUCED FOR 
OR COMMUNICATED TO A THIRD PARTY WITHOUT 
THE EXPRESS WRITTEN PERMISSION OF AN OFFICER 
OF QUALTEK ELECTRONICS.

CONTROLLED

UNIT:  mm

CN1 CN2

NOTES:
1.   CABLE:  UL20276  
 (31AWG*1PR+EAM)*5+30AWG*4C+AEB (AL) 80%
 OUTER JACKET:   BLACK,   OD:  5.8 ± 0.2mm
2.   CONNECTOR:   HDMI 2.1 A 19P MALE
 INSULATOR:  BLACK PBT
 PIN G/F 
 NICKEL PLATED SHELL
3.   CONNECTOR:   HDMI 2.1 A 19P MALE
 INSULATOR:  BLACK PBT
 PIN G/F 
 NICKEL PLATED SHELL
4.   PVC MOLDED:  45P BLACK
5.   BANDWIDTH:  48Gbps
6.   ELECTRICAL TEST:   
 <1>.100%  OPEN  SHORT  &  MISS  WIRE  TEST
 <2>. INSULATION  RESISTANCE:   AC 300V DC300V  10M  ohm  MIN.
 <3>. CONDUCTOR RESISTANCE:   3  ohm  MAX.
7.  1PC/POLYBAG

905 ± 30mm

HDMI(A)/M-HDMI(A)/M

Color:Black
Length:3FT

P/N: 1730007-03

        WARNING: This product can expose you to 
chemicals Including Nickel, which is known to the 
State of California to cause cancer.  For more 
informa�on go to www.P65Warnings.ca.gov. 

HDMI/M-HDMI/M

Color:Black
Length:3FT

P/N: 1730007-03
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