THESE DRAWINGS ARE THE PROPERTY OF QUALTEK REVISION
ELECTRONICS AND NOT TO BE REPRODUCED FOR REV. DESCRIPTION DATE APPROVED
OR COMMUNICATED TO A THIRD PARTY WITHOUT
THE EXPRESS WRITTEN PERMISSION OF AN OFFICER
OF QUALTEK ELECTRONICS.
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PANEL CUTOUT
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NOTES:
RATING: CONTROLLED
UL,CSA: 15A 250V AC ;
ULCS: 15 250V oim | Tolerance Qualtek Electronics Corp.
CONTACT RESISTANCE: <10mQ range +/- PPC DIVISION
INSULATION RESISTANCE: >10°MQ (mm) (mm) PartNumber:  214_.30/28
AC BREAKDOWN: —
POLE-POLE: 5kV 0-1 0.15 escription:
POLES-PANEL: 5.4kV 16 020 AC RECEPTACLE
OPERATING TEMP. RANGE: -40°CTO +70°C =TS )
APPROVALS: UL,CSA, VDE s . UNIT: mm
PANEL THICKNESS: 3.0mm
RoHS COMPLIANT 50-120 070 Drawn / Date Checked / Date Approved / Date
120-250 0.90 R.Nuti
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