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) 1-1. VOLTAGE RATING....oeveeeeetreeeeereenes 115/250VAC
1.55MAX i 1-2. CURRENT RATING
A. @ 115VAC 1T A RMS MAX
. B. @ 250 VAC 1T A RMS MAX
é o é g 1-3. OPERATING FREQUENCY.......coovvrrrueenne 50/60Hz
+|
% o= § m 1-4. LEAKAGE CURRENT: EACH LINE TO GROUND
— <O — N A. @ 115 VAC 60Hz......cuuueveeereennnnee 0.25 mA MAX
L - B. @ 250 VAC 50Hz......cuenncd 0.45 mA MAX
@_0 13 1-5. HIPOT RATING (FOR ONE MINUTE)
) A. LINE TO GROUND......cccourvrurerereunne 2250VDC
B. LINE TO LINE 1450 VDC
1.97MAX '

1-6. MINIMUM INSERTION LOSS IN dB: (AT 50 OHM SYSTEM)
CUTOUT (MOUNTING FROM FRONT)
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i }/‘ ) § 1-7. OPERATING TEMPERATURE............... -25° TO +85°C
RO.O4MAX(2X) —F— 27570005 18 sarery: A @
1-9. RoHS COMPLIANT
2. ELECTRICAL SCHEMATIC
1o BT o3 pim | Tolerance Qualtek Electronics Corp.
L J_ o) L range +/- PPC DIVISION
| 1 0 L: 3.0mH (mm) | (mm) | Perthumber 858.01/001
N +C1 L — A C1: 0.1uF 0-1 0.15 Description:
- C2: 3300pF . EMI FILTER
= C2 D 1-6 0.20
2 T 4 6-18 0.30
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