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Series Rating Voltage Panel Hole Bushing Type Mounting Cap Nameplate Type Print Buttton Terminal
QLB 03-3A 04-4A 3-AC125-250V/DC32V  11-M11 A-Type A N - None N - None N - No Print N-NoButton A-Type A
05-5A  06-6A UL, cUL, CSA, CCC,TUV,CE 12-M12 B-'_Il_'ypeB 1 -ppe1 A-Embossed 1-Black B - Black B-TypeB
07-7A  08-8A (3-40 AMP) 00 - SNAP-IN C-Type C 2 —Type 2 B - Silver Printing 2-Red R-Red C- Type C
09-9A  10-10A 27-3/8" D —Type D 3-Trpe3 on Black 3-White W - White D-Type D
J —T{/peJ 4—Type4 C- Black Printing E—ppe E
N-11A 12-12A 5-Type5 on Silver F-TypeF
13-13A  15-15A G-TypeG
16-16A 18-18A H-TypeH
20-20A 22-22A I-Typel
25-25A  30-30A J 1ypeJ
32-32A 35-35A E:TYSSLK
40 - 40A M-Type M
SR
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Panel Cutout: P —Ty[r;)e p
Q-Type Q
Snap-In: R-TypeR
M11x1.0 M12x1.0 Panel Cutout Thickness 3/8” S-TypeS
0.8-2.5mm
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Bushing Type:
Metal Metal Plastic Plastic Plastic
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. - Embossed Silver Printing | Black Printing
Metal Plastic Silica Gel (Aluminum) on Black on Silver
2188 3003 | g5 3.0+03 322.5%0.4t @22.5x0.4t #22.5x0.4t
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Terminal Type:
#8-32 | #8-32 #8-32 #8-32 | #8-32 | #8-32 | #8-32 | #8-32 | #8-32
Straight|Line Pin [Load Pin| 90° Pin [ 90° Pin |Straight|Line Pin|[___90° Pin 90° Pin | Line Pin 90° Pin__ |Load Pin|Line Pin|Load Pin| Line Pin |90° Pin |Line/Load
90° 90° 90° |#8-32|#6-32 90° |#8-32|#6-32| 90° 90° 90° 90° Pin 90°
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Note: 3-19A breakers should use #6-32 screw type




