
Series  Rating                              Voltage         Panel Hole           Bushing Type  Mounting Cap          Nameplate Type  Print         Buttton                Terminal

QMB 3 - AC 125-250V/DC32V
UL, cUL, CSA, CCC, TUV, CE

11 - M11
12 - M12
00 - SNAP-IN

A - Type A
B - Type B
C - Type C

E - Type E

N - None
1 - Type 1
2 - Type 2
3 - Type 3
4 - Type 4
5 - Type 5

N - None
A - Embossed
B - Silver Printing
      on Black
C - Black Printing 
      on Silver

N - No Print
1 - Black
2 - Red
3 - White

B - Black
R - Red
W - White

N - No Button A - Type A
B - Type B
C - Type C
D - Type D
E - Type E
F - Type F
G - Type G
H - Type H
I - Type I
J - Type J
K - Type K
L - Type L
M - Type M
N - Type N

QMB - 10 3 - 11 C 3       N - 2 W A

▼ ▼ ▼ ▼ ▼ ▼ ▼ ▼ ▼ ▼

QMB SERIES 
PART NUMBER GUIDE

Panel Cutout:

M11x1.0 M12x1.0
Snap-In: 

Panel Cutout Thickness 
0.8-2.5mm
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Mounting Cap Type: 

Metal Plastic Silica Gel

1 2 3 4 5

Ø15 2.8±0.3 2.8±0.3Ø14 Ø18.8 3.0±0.3 Ø15 3.0±0.3

Nameplate Type:

Embossed 
(Aluminum)

Silver Printing 
on Black

Black Printing 
on Silver

A B C

Ø22.5x0.4t Ø22.5x0.4t Ø22.5x0.4t

A B C D

Straight Line Pin 
    90°

Load Pin
    90°

90° Pin

E F G

90° Pin Straight Line Pin
    90°

I

Line Pin 
    90°

#6-32 #6-32 #6-32

H

90° Pin
#6-32

J

90° Pin

K L M

Load Pin
    90°

Line Pin 
    90°

Load Pin
    90°

#6-32 #6-32 #6-32

N

Line/Load 
  Pin 90°

#6-32

Terminal Type: 

03 - 3A 04 - 4A
05 - 5A 06 - 6A
07 - 7A 08 - 8A
09 - 9A 10 - 10A
11 - 11A 12 - 12A
13 - 13A 15 - 15A
16 - 16A 18 - 18A
20 - 20A

27 - 3/8”

J  - Type J

Bushing Type:

Metal Metal Plastic Plastic

  

M11XP1 M11XP1

---- --

A B C D

Plastic

3/8”-27--
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Plastic

--
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Plastic

--
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Snap-In

9.
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H - Type H
D - Type D

Rev. B


