
SLEEVING PART NUMBER GUIDE                                       Qualtek Electronics

COLOR CODES:
01 BLACK
02 NATURAL
03 WHITE
04 RED
05 BLUE
06 GREEN
07 YELLOW
09 TAN
10 ORANGE
12 GRAY

LENGTH:
FT = FEET
M = METERS
IN = INCH
MM = MILLIMETERS

SAMPLE TABLE:  QCS-155

PART NUMBER EXAMPLE:
X - X - X - X X  - X

(7) QUANTITY - QB (Q BAG) ONLY
(6) LENGTH - SEE LIST BELOW
(5) STANDARD PACKAGING CODES - SEE LIST BELOW
(4) COLOR - SEE LIST BELOW
(3) SIZE - SEE TABLE BELOW

(1) TYPE - SEE SPEC SHEET(QCS-155, QUS-316, QHS-130, etc....)

STANDARD PACKAGING CODES:
MS - MINI SPOOL + LENGTH (FT or M)
QB - Q BAG (Package contains quantity specified)
SS - STANDARD SPOOL + LENGTH (FT or M)

PART NUMBER EXAMPLE:   QCS-155-B1-18-02-QB36IN-167

NOTE: Table below represents information on individual spec sheet
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X -

(2) GRADE - SEE SPEC SHEET.  COATED SLEEVING ONLY (OTHERWISE LEAVE BLANK)

Product Dimensions

Wire
Size

Inside Diameter
       (max.) Standard Packaging

(in) (mm)
Mini 

Spool
*(MS)
(Feet)

Standard 
Spool
*(SS)
(Feet)

Cut to 
Length Pcs.

*(QB)
Qty per bag

36” 36”
24
22
20
19
18
17
16
15
14
13
12
11
10
9
8
7
6
5

0.027
0.032
0.039
0.044
0.049
0.055
0.061
0.066
0.072
0.080
0.089
0.101
0.112
0.124
0.141
0.158
0.178
0.198

0.69
0.81
0.99
1.11
1.24
1.39
1.55
1.67
1.82
2.03
2.26
2.56
2.84
3.14
3.58
4.01
4.52
5.02

0.020
0.025
0.032
0.036
0.040
0.045
0.051
0.057
0.064
0.072
0.081
0.091
0.102
0.114
0.129
0.144
0.162
0.182

0.51
0.64
0.81
0.91
1.02
1.14
1.30
1.45
1.63
1.83
2.06
2.31
2.59
2.90
3.28
3.66
4.11
4.62

(in) (mm)

0.011
0.013
0.013
0.013
0.015
0.015
0.015
0.015
0.015
0.015
0.015
0.018
0.018
0.018
0.018
0.018
0.020
0.020

0.28
0.33
0.33
0.33
0.38
0.38
0.38
0.38
0.38
0.38
0.38
0.46
0.46
0.46
0.46
0.46
0.51
0.51

Inside Diameter 
         (min.) 

Wall Thickness
         (min.) 

Grade A

0.007
0.007
0.007
0.007
0.007
0.007
0.007
0.007
0.007
0.007
0.007
0.009
0.009
0.009
0.009
0.009
0.011
0.011

0.18
0.18
0.18
0.18
0.18
0.18
0.18
0.18
0.18
0.18
0.18
0.23
0.23
0.23
0.23
0.23
0.28
0.28

0.006
0.006
0.006
0.006
0.006
0.006
0.006
0.006
0.006
0.006
0.006
0.008
0.008
0.008
0.008
0.008
0.010
0.010

0.15
0.15
0.15
0.15
0.15
0.15
0.15
0.15
0.15
0.15
0.15
0.20
0.20
0.20
0.20
0.20
0.25
0.25

500
500
500
500
500
500
500
500
500
250
250
250
250
250
250
250
150
150

1000
1000
1000
1000
1000
1000
1000
1000
1000
500
500
500
500
500
500
500
250
250

167
167
167
167
167
167
167
167
167
84
84
84
84
84
84
84
50
50

334
334
334
334
334
334
334
334
334
167
167
167
167
167
167
167
84
84

(in) (mm)

Grade B Grade C

(in) (mm) (in) (mm)
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Operating temperature: -25°C to +155°C
 Approvals:  Grade A:           File No. E500045,      File No. 70181176, 155°C, 600V
  
Meets: MIL-I-3190/3 (Grade A), UL 1441 (GRADE A), NEMA TF-1, Type 6, and ASTM-D372
Standard colors: Natural
RoHS Compliant

www.Qualtekusa.com

QCS-155
RESISTS ACIDS AND MOST ORGANIC SOLVENTS
EXCEPTIONAL DURABILITY AND  CUT RESISTANT

Features/Applications
Developed to be resistant to most acids, organic solvents, oils and waters and
exhibit fair resistance to alkalies.  QCS-155 is compatible with modified polyester, 
acrylic, epoxy, pehnolic and formvar wire enamels. Suitable for crossover protectio
on motors, transformers, generators, home appliances, lighting fixtures, 
welding equipment, and other commercial apparatus.        

ACRYLIC COATED FIBERGLASS SLEEVING        

NEMA GRADE A(7000V), B-1(4000V), C-1(2500V), C-2(1500V), and C-3
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     Grade C-3:  UL VW-1 File No. E500044

Product Dimensions

Wire
Size

Inside Diameter
       (max.) Standard Packaging

(in) (mm)
Mini 

Spool
*(MS)
(Feet)

Standard 
Spool
*(SS)
(Feet)

Cut to 
Length Pcs.

*(QB)
Qty per bag

36” 36”
24
22
20
19
18
17
16
15
14
13
12
11
10
9
8
7
6
5
4
3
2
1
5/16
0
3/8
7/16
1/2
5/8
3/4
7/8
1IN

0.027
0.032
0.039
0.044
0.049
0.055
0.061
0.066
0.072
0.080
0.089
0.101
0.112
0.124
0.141
0.158
0.178
0.198
0.224
0.249
0.278
0.311
0.334
0.347
0.399
0.462
0.524
0.655
0.786
0.911
1.036

0.69
0.81
0.99
1.11
1.24
1.39
1.55
1.67
1.82
2.03
2.26
2.56
2.84
3.14
3.58
4.01
4.52
5.02
5.68
6.32
7.06
7.89
8.48
8.81
10.13
11.73
13.30
16.63
19.96
23.14
26.31

0.020
0.025
0.032
0.036
0.040
0.045
0.051
0.057
0.064
0.072
0.081
0.091
0.102
0.114
0.129
0.144
0.162
0.182
0.204
0.229
0.258
0.289
0.313
0.325
0.375
0.438
0.500
0.625
0.750
0.875
1.000

0.51
0.64
0.81
0.91
1.02
1.14
1.30
1.45
1.63
1.83
2.06
2.31
2.59
2.90
3.28
3.66
4.11
4.62
5.18
5.82
6.55
7.34
7.95
8.26
9.53
11.13
12.70
15.88
19.05
22.23
25.40

(in) (mm)

0.011
0.013
0.013
0.013
0.015
0.015
0.015
0.015
0.015
0.015
0.015
0.018
0.018
0.018
0.018
0.018
0.020
0.020
0.020
0.020
0.020
0.020
0.020
0.025
0.025
0.025
0.025
0.025
0.025
0.025
0.025

0.28
0.33
0.33
0.33
0.38
0.38
0.38
0.38
0.38
0.38
0.38
0.46
0.46
0.46
0.46
0.46
0.51
0.51
0.51
0.51
0.51
0.51
0.51
0.64
0.64
0.64
0.64
0.64
0.64
0.64
0.64

Inside Diameter 
         (min.) 

Wall Thickness
         (min.) 

Grade A

0.007
0.007
0.007
0.007
0.007
0.007
0.007
0.007
0.007
0.007
0.007
0.009
0.009
0.009
0.009
0.009
0.011
0.011
0.011
0.011
0.011
0.011
0.011
0.011
0.017
0.017
0.017
0.017
0.017
0.017
0.017

0.18
0.18
0.18
0.18
0.18
0.18
0.18
0.18
0.18
0.18
0.18
0.23
0.23
0.23
0.23
0.23
0.28
0.28
0.28
0.28
0.28
0.28
0.28
0.28
0.43
0.43
0.43
0.43
0.43
0.43
0.43

0.006
0.006
0.006
0.006
0.006
0.006
0.006
0.006
0.006
0.006
0.006
0.008
0.008
0.008
0.008
0.008
0.010
0.010
0.010
0.010
0.010
0.010
0.010
0.016
0.016
0.016
0.016
0.016
0.016
0.016
0.016

0.15
0.15
0.15
0.15
0.15
0.15
0.15
0.15
0.15
0.15
0.15
0.20
0.20
0.20
0.20
0.20
0.25
0.25
0.25
0.25
0.25
0.25
0.25
0.40
0.40
0.40
0.40
0.40
0.40
0.40
0.40

500
500
500
500
500
500
500
500
500
250
250
250
250
250
250
250
150
150
150
150
150
150
150

-
-
-
-
-
-
-
-

1000
1000
1000
1000
1000
1000
1000
1000
1000
500
500
500
500
500
500
500
250
250
250
250
250
250
250
150
150
100
100
100
100
100
100

167
167
167
167
167
167
167
167
167
84
84
84
84
84
84
84
50
50
50
50
-
-
-
-
-
-
-
-
-
-
-

334
334
334
334
334
334
334
334
334
167
167
167
167
167
167
167
84
84
84
84
50
50
50
50
50
34
34
34
17
17
17

(in) (mm)

Grade B Grade C

(in) (mm) (in) (mm)


